
DC TO FREQUENCY

CONVERTER  B-13

MODEL & SUFFIX CODE SELECTION

GENERAL SPECIFICATIONS

•
•
•
•
•

Isolation/Type

Power Supply

Accuracy

Temp Coefficient

Duty Adjustments

Linearity

Insulation Resistance

Dielectric Strength

Response Time

Operating Temperature/Humidity

Storage Temperature/Humidity

Dimensions

Case Material

Weight

Mounting

Input to output to power/Transformer isolation type

AC rating ±10%, approx. 3.5VA

DC rating ±10%, (ripple 10%)100mA

±0.15%(Max)

±0.02% / °C(±0.008%/°F)

50%

±0.02% F.S

Greater than 100MΩ with DC 500V

Input - Power

Input - Output                    
AC 2500V 1minute

≦0.5 sec (0~90%)

-20~60°C / 90%(N.C)

-20~80°C / 95%(N.C)

8 pin:W50xH85xD122(mm)

11 pin:W50xH85xD133(mm)

ABS Resin (black)

about 400g

Wall & Rail mounting

A : 0~10V E : 4~12mA

B : 0~5V F : 0~20mA

C : 0~1V G : 12~20mA

D : 1~5V H : 4~20mA

I : Other

A : Open Collector

B : Voltage Pulse

C : Dry Contact

D : Other

O : In case of needless output 2

Same range available as output 1 code

U : AC 100V X : AC 24V

V : AC 110V Y : DC 24V(option)

W: AC 220V Z : Other
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INPUT & OUTPUT SPECIFICATIONS

OUTPUT CONNECTION EXAMPLES

Input Impedance Output Load Resistance

SIGNAL TRANSMITTER

CONVERTER  B-14

Input

4~20mA

0~20mA

2~10mA

1~5V

0~1V

0~10V

Impedance

250Ω

250Ω

250Ω

1MΩ(Min)

1MΩ(Min)

1MΩ(Min)

Specifications

LOW Frequency Range

HIGH Frequency Range

Open Collector Spec

Voltage Pulse Spec

Relay Contact Spec

Report

1~9999 pulse/hour

1~999.9Hz

Votage

Load Current

Load Impedance

Level

Load Impedance

Voltage

Load Current

DC 60V(Max)

AC 60V(p-p)

0.4 A(Max)

1.4Ω(Min)

High:V±10%

Low:0≤0.5V

600Ω(Min)

DC 60V(Max)

AC 125V(p-p)

1A(Max)

esluP egatloV .2rotcelloC nepO .1

esluP tnerruC .4 tcatnoC yrD .3
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CONVERTER  B-15

SIGNAL TRANSMITTER

FREQUENCY RANGE SETTING

BLOCK DIAGRAM

1 Point Output

Low Frequency (e.g. 1234pulse/hour) High Frequency (e.g. 567. 8Hz)
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2 Point Output

SIGNAL TRANSMITTER

CONVERTER  B-16
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